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ITEM |[NO. REQ'D. DESCRIPTION
1 1 3/4" x 1" METER BUSHING -~ "MUELLER" NO. H—-10889 (FOR 3/4" METER ONLY).
2 1 1" ANGLE METER STOP, "MUELLER" NO. H—14253 OR APPROVED EQUAL.
3 |VRESAS | 1" REQUIRED LENGTH TYPE "K” SOFT COPPER TUBING, 1" or 2.
4 1 1" SERVICE CONNECTION, SEE STD. DWG. P-17, 1" or 2".
5 1 3/4", 1" OR 2" METER.
6 1 3/4", 1" OR 2" BALL VALVE
7 1 12" x 20" J&R NO. 4-1/2 POLYMER METER BOX AND COVER OR APPROVED EQUAL.

NOTES

1. Al fittings on assembly shall be flanged.
2. Copper or brass pipe shall be polythylene wrapped with o 2" wide plastic backed adhesive tape. Use 1 1/2" overlop.
3. Device must be inspected & tested immediotlely ofter instaliation.
4. Materials must be approved by JBWD.
5. Where services are run to adjocent properties, location of services sholl be per standord P-17A as directed by district.
6. Copper service piping shall not be sncked in the trench but loid straight and ot right angles to the main
except as noted on J.BW.D. specification detail P=17a.
7. Pipe threads shall be clean and sharp and seoled with an opproved joint compound.
8. Al risers, ell's or nipples shall be brass or copper.
9. Installction bag or pipe wrap for freeze protection (optional but strongly suggested).
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